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FOR COATINGS, RESINS AND RELATED MATER!ALS

MTERIAL SAFETY DA™ SHEET s 17

Fr g g - — (Approvad by U.S. Dapmmnmon,ahor ‘Eszentially Similar"to Form QSHA-20).. y
STy 30, 1980 L _ DUS /’Zﬁg‘s’
Sectlonl Fé23/
MANUFACTURER'S NAME BOSTIK WEST, DIVk.k OF USM CORPORATION, AN EMHART UNIT
streeT aporess 20846 So. Normandie Ave. Cﬁmspw&ANDzmcooé Torrance, Ca. 90502
| - DK Gull Lray Lusterfess
emeRcency TELepHoneNno.  (213) 320-6800 ‘)
PRODUCT CLASS EPOXY MANUFACTURERS CODE IDENTIEICATION 463-3-55 TRS
Catalyst: _CA-137 o
TRADENAME  BOSTIK Mix Ratio: 800 grams 443-3-55 TRS
(Base) to 315 grams CA- 137‘
‘Section Il — HAZA%OUS lNGRED!ENTo
INGREDIENT  443-3-55 TRS (BASE ONLY) - | PERERMTy | i s Lew PRETSYRE.
XETONE SOLVENTS 15-20 |50-200 1.1 70.0
ESTER SOLVENTS 10-15 100 1.7 2.0
Axl’*lOI"IATI.C SOLVENTS. ‘ 5-10 100 1.0 7.0
JLYCOL ETHER SOLVENTS £ 1.0 25 2.5 6.0
“ALCOHOL--SOLVENTS ' <0.5 | 100 1.7 4.0
CHROMIUM COMPOUNDS <0.5 - 0.5 - -
Section 1l — PHYSICAL oATA ,,
JOILING RANGE 176~ 321 Deg. F. VAPOR DENSITY ; HEAViER [ JUIGHTER THAN AIR
IVAPORATION RATE [:]FASTER SLOWER.THANETHER gi%gEzL\éOLATILE 61"/ \((;VE:_%SLPER ]1 2 1bs
Section IV — FIRE ;:\ND EXPLOSION HAZARD DATA e |
30T CATEGORY Red label, Flammable FLA<SHPO!N2 23 Deg. F. Tag (,losed Ler 1.1
. i Cur
IXTINGUISHING MEDIA Exclude air - Use foam, CO,, steam, water-fog,
dry chemicals. Do not use” water.
INUSUAL FIRE AND EXPLOSION HAZARDS VAPOTY forms explosive mixture with air between
upper and lower explosion limits.
IPECIAL FIRE FIGHTING PROCEDURES Do not usé water, exclude élr use water spray
to cool fire exposed surfaces and to protect
personnel
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- SectionV — HEALTH HAZARD UATA

& 13

ThRESHOLOLMITVALUE  See Section II

EFFECTS OF OVEREXPOSURE Headache, nausea, dizziness. Breathing vapor will be
irritating to nose, throat, and eyes.

EMERGENCY AND FIRST AlD PROCEDURES ~ OK1InN ExXposure: Wash affected area with soap and water.
Eye Exposure: Flush with water for at least 15 minutes, consult physician.
Ingestion: Consult physician immediately.

Inhalation: Remove victim to fresh air, consult physician.

Section VI — REACTIVITY DATA

stasiTy [ Junstasle  [XX] STABLE : conpimions Toavolr Storage at high temperatures

INCOMPATABILITY (Materals toavoid)  Strong oxidizing agents. Sparks and open flame
HAZARDOUS DECOMPOSITION PRODUCTS

CO, CO,, Aldehydes and other organics, lead fumes. oxides of nitrogen.

| *
1AZARDOUS POLYMERIZATION [ ] Mavoccur  [RF] wiLt NOT OCCUR
CONDITIONS TO AVOID ;

: Section Vil — SPIL.L OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLE]

°® Eliminate sources of ignition and clear fumes
‘rom area. Prevent liquid from entering sewers, water courses, or low areas.
ieep unnecessary personnel away. Shut off source, if possible to do so without

FASTEOISTEEALMETNGY bontain sgllled liquid with. sawdust sand or oil  hazard.
ibsorbing compound. Was area with detergent & water. Consult disposal expert

Jénsure contormltg(}é%% ViFE Sﬁ%%ﬁﬁﬁ&ﬁrﬁ*ﬁgcﬂom }NFOR;‘»ﬁAﬁON

ESPIRATORYPROTECTION  Ige approved resplratory protectlon such as an air-supplied

ask if used in non ventilated area.
lechanical: Exp10510n proof ventllatlon equlpment No smoking or open lights.

s
s

enmicarion Face velosity > 60 fpm in confined area.

rotectivecLoves  Chemically resistant gloves
YE PROTECTION Chemical splash goggles or face shield
THER PAGTECTIVE EQUIPMENT Eye bath & safety shower

Section IX — SPECIAL PRECAUTIONS

ECALTIONS TOBE TAKEN INHANDLING AND STORING Keep containers closed when not in use.

'0 not handle or store near flame, heat or strong oxidants. Adequate ventil-
&Ennm,wqu&red Containers of this product may be hazardous when emptied - -
these containers retain product residues (vapor, liquid, etc.).

11 handling equipment should be electrically grounded Treat as a very
lammable liquid. ~

-]

lf)”’ 1 j//é{/,é/,/
Kenneth,}/'81lberberg
: ~ Technic%l Administrafive Mgr
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o ’r ,afv m o room e rom o
s W ERIAL &‘::-An = ‘f ZD:‘:‘&F’ 8 3“"' FEB 17 1987
FOR COATINGS, RESINS AND RELATED MATER!ALS
;:I'AE" (Approvad by U.5. Department of Labor "Essentially Similar™ 1o Form OSHA-20) i i
TS0y 30, 1980 e | DN> 172%
Sectlon | ) |
MANUFACTURER S NaME  BOSTTK WEST, DIV, OF USM CORPORATION, AN EMHART UNIT
streer aconess 20846 So. Normandie AVe. arv.stare anpzipcope - Lorrance, Ca. 90502
EMERGENCY TELERPHONE NO (213) 320-6800
PRODUCT CLASS AMINE MANUFACTURERS CODEIDENTIFICATION CA-137
Catalyst for: 443-3-55 TRS
TRADE NAME BOSTIK Mix Ratio: 800 grams 443-3-55 TRS
« __(Base) to 315 grams CA-137
Secticn il — HAZARDOUS INGREDIENTS
INGREDIENT  CA-137 EPOXY CATALYST PERCENT T LEL paAPOR
_(We.) [PPM ma/M> - mm Hg.
{ETONE SOLVENTS 50-55 200 1.56 70.0
\LCOHOL SOLVENT '25-30 | 100 1.7 . 4.0
;LYCOL ETHER SOLVENTS 10-15 50 1.1 1.0
\ROMATIC SOLVENTS £5.0 200 1.2 22.0
*CA-137 may also contain a minor
amount of diethylene triamine , ,
(DETA) A.C.G.I.H., TWA - - - = = -4 - - - -~ 1.0
‘ Section Il — PHYSICALDATA
10LING RANGE 176-340 Deg. F. ' ‘\’/‘APORDENSITY' CX_J HEAVIER [T )uieHter tan AR
IVAPORATION RATE FASTE ’ \ s : ;
[:]F TER »Z:_)IEJSLONER THAN ETHER gs%%EELéOLAULE 95(70 gst%SLPER 70 lbs
Section IV — FIRE AND r"“(“PLOS‘:!C“\J HAZAHD DATA
YOT CATEGORY Red Label, Flammable FSAIQ%GIF}O!RIT 23 Degk F Tag Closed; LEL 1.1
Cup '
IXTINGUISHING MEDIA Exclude air - Use foam, CO’Z’ steam, water-fog,
dry chemicals. Do not use“water.
INUSUAL FIRE AND EXPLOSION HAZARDS Vapor forms explosive miXture with air between
upper and lower explosion limits. f
“PECIAL FIRE FIGHTING PROCEDURES Do not use water, exclude air, use water spray
to cool fire exposed surfaces and to protect
i personn°1
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* SectionV — HEALTH HAZARD wATA
THRESHOLD LIMIT VALUE See Séction II ‘ - ’

EFFECTS OF OVEREXPOSURE Headache, nausea, dizziness. Breathing vapor will be
irritating to nose, throat, and eyes. s '

smMERGENCY AnD FiasT Ao PROCEDUARES  Skin Exposure: Wash affected area with soap and water.
Exposurc: Flush with water for at least 15 minutes, consult physician.
Ingestion: Consult physician 1mmed1ately

Inhalation: Remove victim to fresh air, consult physician.

Section VI — REACTIVITY DATA

Taswry [ unstaate XX STABLE ' conoimonsToavold  Storage at high temperatures
NCOMPATASILITY atonais9avoe) Strong oxidizing agents, Inorganic .acids Sparks & Open Flame
tAZARDOUS DECCPOSITION PRCOUCTS

co, Co,, Oxides of nitrogen.

L4
AzaRDOUS rOLYMERIZATION [ Tmavoccur  [XE] wilL NOT OCCUR
ONDITIONS TO AVOID None

: Section VIl — SPILL OR LEAK PROCEDURES

TEPS TO BE TAKEN IN CASE MATERIALIS RELEASEOORSPILLED Eliminate sources of lgnltlon and clear fumes.
rom area. Drcvent 11 ul% from entering _sewers, wat%r sourci low areas.

eep unnecessary nnel away Shut Sff source possible t do so without
azard. Contaih Spl ed llquld ‘with sawdust or oil absorbing compound Wash

TEASWTLN "de'térgent & water. Consult disposal expert and ensure conformity with
ocal regulations.

Saction Vill — SPEC !AL PROT C T1CN lNr-O’Th AT?ON

ISPIRATORY PROTECTION i s

se approved respiratory protectlon such as an air- supplled mask lf used in

on ventilated area.

echanical: Explosion-proof ventilatlon equipment. No smoking or open,llghts.

-y

NTILATION Face velosity> 60 fpm in confined area.

orecnivecioves  Chemically resistant gloves
EPACTECTION Chemical splash goggles or face shield
HER PROTECTIVE FOUIPMENT Eye bath & safeLy shower.

Sechonf(——SPEC!H;PRECAUTHDNS
ECAUTIONS TO UL TARL 1 MANDLING AMD STORING !
tterial is sensitive to moisture and should be kept in tightly closed containers.
» not handle or store near flame, heat or strong oxidants. Adequate ventilation

ENPRECIUTES required. Containers of this product may be hazardous when emptied
- these containers retain product reSLdues (vapor liquid, etc. )

-1 handling equipment should be electrlcally grounded. Treat as\é very

ammable llquld | _ ; it

/// :j7 4/4ﬁ444w
1ecn Jﬂbbllberborg V%
Tn hnicalYAdministyagive Manacer
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